
Samsung Electronics 4-1

4. Disassembly and Reassembly

4-1 Cabinet and PCB
4-1-1 Top Cabinet Removal

1) Remove 3 Screws Œ the back top Cabinet ´.
2) Lift up the Top Cabinet ´ in direction of arrow.

´ TOP CABINET

Œ 3 SCRWS
(T 3 X 8 W)

Fig. 4-1 Top Cabinet Removal
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4-1-2 ASS’Y Front-Cabinet Removal

1) Release 4 Hooks Œ, ´, ˇ and remove the ASS’Y Front-Cabinet ¨.

¨ ASS'Y FRONT CABINET
´ 1 HOOK

Œ 1 HOOK

ˇ 2 HOOKS

Fig. 4-2 ASS’Y Front-Cabinet Removal
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4 -1-3 Main PCB Removal

1) Remove 3 Screws Œ.
2) Remove 2 Nuts ´, 2 Washer ˇ.
3) Remve 4 Screws ¨.
4) Lift up the Main PCB ˆ.

¨ 4 SCRWS
(T 3 X 8 Y)

ˆ MAIN PCB

Œ 3 SCREWS
(T 3 X 8 W)

´ 2 NUTS

ˇ 2 WASHER

Fig. 4-3 Main PCB Removal
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