12. Operating Instructions

DESCRIPTION

Front Panel

DIGITAL SATELLITE RECEIVER DSB-B350W
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. Card Slot

This key is for turning the receiver on and Standby.

This key is for entering and confirming any data to the receiver in the
menu system. This key is for selecting the item. Press while viewing
TV and a list of channels is displayed.

These keys are for changing the channels during watching TV and for
moving the highlight bar for selecting options on the menu.

These keys are for increasing and decreasing the volume level
manually during watching TV and for moving the highlight bar for
selecting options on the menu.

Slot for Viaccess smartcard.

. 7 Segment Display This LED display will show the current channel number.

. Infrared Sensor

. CA Module Slot

Note :

While the receiver is in Standby mode, the display will show the
current time.

This is to receive the IR commands from the Remote Control Unit.

In the slot you can use a CA module from a service provider
of your own choice. (For model DSB-B350W)

CA modules and smart cards are only distributed by service
Providers and special distributors, not by SAMSUNG.
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Rear Panel

11 10 9 8 7 6 54 3 2 1 ‘
1. AC MAINS This is to plug in the AC mains power cord.
The input AC voltage range is 100V to 240V~, 50Hz/60Hz supply.
2. 0/12v This is for connecting to an external LNB switch.
3. RS 232 DATA PORT This is for connecting your receiver to a computer for reading
and loading data information.
4. ANT.IN This is for connecting your local RF channels to your TV through Loop.
5. RF OUT This is for connecting to your TV via RF cable.
6. AV SCARTS This is for connecting to your AV scarts for TV & VCR or DVD player.
7. COLOR COMPONENT : Y, Pb, Pr (LINE OUT2)

This is for connecting STB to your TV by using COLOR
COMPONENT(Y, Pb, Pr) cable. To view a normal picture by
connecting a color component cable, set the video signal
type to Composite + YUV in Media Setting mode.

8. VIDEO, AUDIO R/L (LINE OUT1)
These RCA connectors are for connecting any external video
and audio.

9. DIGITAL AUDIO OUT (OPTICAL)
Output for connection to a digital amplifier.

10. LOOP To enable the connection of an Analog receiver.
The receiver is provided with this ‘LOOP’ port.
11. DISH INPUT This port is to connect the coaxial cable from LNB of your dish.

The IF input is provided through this port and the input frequency
range is 950-2150 MHz. Also the voltage switching 13V and
18V is passed through this port.
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Note : When inserting batteries,
make sure that the polarity(+/-) is correct.

. POWER

This is for switching the receiver
ON/STANDBY mode.

. 0-9 NUMERICAL keys

These keys are to enter numeric values
and to select the channel directly by
entering its number.

. PG+/PG-

These keys are for moving up or down
pages on the menu and TV/Radio list.

. TV/RADIO

This key is for toggling between the
TV channel and Radio channel.

. MUTE

This key is for toggling between
normal & muted audio.

. FAV

Use the key to switch between favorite lists.

. EPG

Electronic Program Guide key displays the
TV/Radio Program guide.

. LAST

This key is for moving current event directly
whatever channel you were watching from
the list in EPG. Use the key to move the
previous channel.

. TEXT(GREEN)

This key is for selecting the subtitle mode.
This key functions same as the GREEN

key on the menu.

Press it once and subtitle appears.

You can select the language you want

using the channel up/down keys.

Press twice it. Then Teletext will be displayed
on TV Screen without operating anything on TV.
This Teletext can be displayed on TV which
doesn’t support Teletext functionality.

Press three times it. Then Teletext will be
available on TV. It means that Teletext can be
chosen by TV with TV RCU.

Samsung Electronics
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ALT(YELLOW)

AUDIO(BLUE)

This key is for selecting the soundtrack list for the current service.
This key functions same as the YELLOW key on the menu.

Press it once and sound track list appears.

Press it twice and video track list appears.

The sound and video track services are not provided for every
channel and depend on the conditions the operator is in.

This key is for displaying the help message in the sub-menu.

This key is for changing the Audio to the left, right or both channels,
This key functions same as the BLUE key on the menu.

i (INFORMATION) This key is for displaying the program information box in the screen.

(RED)

MENU
EXIT

OK

</»/A/V

CHA/CHwv
VOL+/VOL-
TIMER

This key functions same as the RED key on the menu.

Press it once and you can get simple information on the program.
Press it twice and you can get detailed information on the channel in
text box.

This key is for opening up the menu or returning to the previous menu.

This key is for exiting a menu or returning to the previous menu or exiting
some banners.

This key is for entering and confirming any data to the receiver in the
menu system. This key is for selecting the item. Press while viewing
TV and a list of channels is displayed.

These keys are for moving the highlight bar for selecting
options on the menu.

These keys are for changing channels.
These keys are for increasing or decreasing the volume.

This key is for reserving events(programs) into timer(s) in EPG. If a event is
set in timer, it will be turned on/off automatically based on start/end time of
event. This key activates/deactivates timer(s) in EPG as toggle type.

After activating EPG screen by pressing ‘EPG’ key, you can select the
interesting event (program) using the A / ¥ keys and </ » keys. Then,
press ‘timer’ key. If this event is reserved in the timer, ® is displayed

on the right corner of this event name. ‘EPG’ on ‘Event Repetition’ in
‘Time & Timer Settings’ menu is displayed, too.

However, if there is no event on EPG for the channel, this Timer can’t

be supported.

12-4
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BASIC FUNCTIONS

1. Display Screen

Before you can view the television program, you must perform the installation.
Therefore you will see only menu images at first.

After the television channels have been programmed, you will see the following
picture(banner) each time you switch channels:

Channel Number

| May 14 2003 10:36 [l B2 C=o
0 — 04:59 Rund um die Uhr  Botaleco

Signal Status Program Information  Current Favorite  The number of soundtrack in current channel

® Press the RED( i) key in view mode.
® Select the channel by pressing NUMERICAL (0~9) keys or A / ¥ keys and select
TV/RADIO key to move to TV or Radio channel.

You will also see this picture each time you change channels.

When you press TV/RADIO key on the Remote Control Unit, TV and RADIO program are toggled.

Detailed program information
® Press the RED( i) key twice while you are viewing a program.

First you will see the banner described above.

After the RED( i) key is pressed in the second time, detailed information for current program can
be displayed on another banner, if there is more information. When this information is more than
one page, PG+/PG- keys can be used for page up and down.

Note : This service depends on service provider.

2. Volume Control

[XD} T——

To control the volume level :

® Press «/», VOL- or VOL+ keys to adjust the volume level.
® Press MUTE key to turn to silence mode.
® Press MUTE key again or </ » keys in order to cancel the mute function.

Operating Instructions
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3. Select Soundtrack

® Press YELLOW(ALT) key to see the soundtrack list.
® Press A/ ¥ and OK key to select one.

4. Select Videotrack

® Press YELLOW(ALT) key twice to see
the videotrack list.

® Press A/ ¥ and OK key to select one.

5. Sub channel List

When subchannels are available on current channel (program)
after changing channel, [C] is displayed at the right corner

on the banner. In this case, press the YELLOW(ALT) key.
Then you can get all subchannel list.

Select subchannel which you want among subchannel list.

6. Service List

® Press OK key to while you are viewing a program.
® Select list by pressing TV/RADIO or FAV key.
The icon =0 behind the channel name symbolises

scrambled channel, and the fll icon behind the
channel name shows parental lock channel.

® Select the channel by pressing A / ¥, PG+/PG-. -

® Press OK key to watch that channel.
The colour key corresponds the following service list.

o Green(TEXT) key : Favorites

o Yellow(ALT) key : Alphabetical
® Blue(AUDIO) key : Provider
® Red(i) key : Transponder

12-6
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6.1 Service Favorites

o Press the GREEN(TEXT) key on the control unit to select the
Favorites list.

® Press the GREEN(TEXT) key to switch between favorite list
and channel list.

® Use the A/ ¥, PG+/PG- keys to select a favorite group or a
channel that you want.

6.2 Service Alphabetical

® Press the YELLOW(ALT) key on the remote control unit to
select the Alphabetical list.

® Press the YELLOW(ALT) key to switch between alphabet list
and channel list.

® Use the A/ ¥, PG+/PG- keys to select a Alphabetical group
or a channel that you want.

sten von Bagdad ohne

6.3 Service Provider

® Press the BLUE(AUDIO) key on the remote control unit to
select the Provider list.

® Press the BLUE(AUDIO) key to switch between Provider list
and channel list.

® Use the A/ ¥, PG+/PG- keys to select a Provider group or a
channel that you want.

6.4 Service Transponder

® Press the RED( i) key on the remote control unit to select the
Transponder list.

® Press the RED( i) key to switch between Transponder list and
channel list.

® Use the A/ ¥, PG+/PG- keys to select a Transponder group
or a channel that you want.
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7. Program Information

EPG-Electronic Program Guide
The electronic program guide gives you information
for the channels.

Wadnesday, 09 April 2003 T35

Note : 1. This service depends on service provider.

2. After receiver recognized the GMT-time
from the signal which takes few seconds,
it can display correct EPG information.

® Press EPG key while you are viewing a program.

This function is displayed on the screen by using only time.

You will see “EPG” in the LED display of the receiver.

® GREEN(TEXT) key: Green key is for moving back to the previous date.

® YELLOW(ALT) key: Yellow key is for moving to the next coming date.

@ BLUE(AUDIO) key can be used for page up, if there is more information than one page.
® RED( i) key can be used for page down, if there is more information than one page.

Time interval can be adjusted by press keys as followings on EPG screen:

1 key: 1 hour and 30 minutes 2 key: 30 minutes 3 key: 15 minutes

With the TV/RADIO or FAV key you can browse among the various programs lists.

@ Select the channel by pressing A / ¥, PG+/PG- keys and press OK key to watch this channel.
Current event can be returned by pressing LAST key during moving events on this channel.

® \When the TIMER key on the remote control is pressed in the EPG screen, if the current channel
involves an event, timer is set immediately and the set timer is indicated on the EPG screen. A
program that has been set in this way is indicated on Timer Field of Time & Timer Setting.

8. Subtitle

When the current broadcasting program provides subtitle,
press the GREEN(TEXT) key to see the current subtitle
language list. If Subtitle is available on current program,

[Z is displayed on the banner after changing program(channel)
or pressing RED( i) key.

To change the subtitle language:

® Press the GREEN(TEXT) key to see the subtitle language List. == =ter
® Use the A / ¥ keys to select a subtitle language you want.
@ Press the OK key and then the subtitle language you want is displayed.

The menu display is carefully created and user friendly to assure the easy operation
of the receiver by the user.

12-8

Samsung Electronics



®0ccccccccscscee PBASICFUNCTIONS eeecceccccccccccce

9. Teletext OSD

When the current broadcasting program provides Teletext, press
the GREEN(TEXT) key twice to see the current language list for P «
Teletext in order to get teletext in OSD regardless of TV type. - Teseno
[T] at the right corner on the banner shows that Teletext is available |&
on this event(program). Even [T] is displayed on the banner,
Teletext may not be available due to broadcasting.

To change the Teletext OSD:

® Use the A / ¥ keys to select a Teletext OSD you want.
® Press the OK key and then the Teletext OSD you want is
displayed on the screen.

10. Teletext VBI

When the current broadcasting program provides
Teletext VBI, press the GREEN(TEXT) key three times |
to see the current language list for Teletext. oo
This Teletext will be displayed to the screen by TV, which supports
Teletext.

[T] at the right corner on the banner shows that Teletext is
available on this event(program). Even [T] is displayed on the
banner, Teletext may not be available due to broadcasting

To change the Teletext VBI:

® Use the A / ¥ keys to select a Teletext VBI you want.
® Press the OK key and then the Teletext VBI you want is
displayed on the screen.

11. Audio Mode

You can choose a mode among left, right or stereo using the
BLUE(AUDIO) key.

To change the audio mode:

® Press the BLUE(AUDIO) key to select the left, right or stereo.
® Press the EXIT key to save and escape from this menu.

Operating Instructions
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12. Near Video on Demand (NVOD)

If the changed channel is a NVOD service channel,

[N] is displayed at the right corner on the banner. In this case,
press the YELLOW(ALT) key.

Then you can get all NVOD list.

Select NVOD program among those lists.

Select the desired time to watch using the A / ¥ keys,

and then press the OK key to watch the desired program.

13. Multi feed channel or subchannel

If the changed channel is a multi feed service channel,

[C] is displayed at the right corner on the banner.

In this case, press the YELLOW(ALT) key.

Then you can get all subchannel list.

Select a program among those list, using the A / ¥ keys,
and then press the OK key to watch the selected program.
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OPERATING THE RECEIVER

Main Menu
After installing your antenna system and STB with appropriate connectors.

® Plug in the AC main power and switch on the receiver.
® Press MENU key to bring up the main menu.
The LED display will show “MENU".

The following on screen display will appear:

The sub menu topics will be displayed.
For the sub-menus Installation, Channel Organising and
Parental Lock you need the PIN Code.

Before you begin with the “Installation” menu,
you should check in the 4th menu “System Setup”
whether all the information there is applicable for you.

1. Installation

The menu provides settings for customizing, adding new
services and displaying the status of the receiver.

@ Select “Installation” in the main menu mode to select the
sub menu.
@ Enter the PIN Code.

If you have not entered your own PIN Code then the
PIN Code 0000 applies, which was set at the factory.

Operating Instructions
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1.1 LNB Setting

You can select the satellite and LNB setting conditions

to execute channel search and you can alter the settings

for 22KHz tone. The parameters set in this menu are

needed for programming the channels for the “Auto scanning’
and “Manual scanning”.

The necessary information can be found at your

antenna and LNB brochures, or you can ask your dealer.

1

@ Select LNB power supply “On”.
® Select the desired satellite name.
® Select the LNB type (frequency).

® Select the DISEQC Mode
(Off, DISEqC A, DISEqC B, DISEqC C, DISEqC D, Tone Burst A, Tone Burst B)

If you are using a Positioner, select Positioner DISEqC1.2 (“Yes” or “No”)

22KHz: In case you are using a dual LNB or two antennas connected to a 22KHz tone
switch box, with the 22 KHz tone switch (“On”, “Off” or “Auto”) you can switch
between both LNB or antennas.

0/12V:  When you use two LNBs or antennas is switched to 0/12V, select what LNB and
antenna are used enable or disable. 0/12V terminal is located on the rear of STB.

1.2 Positioner Setting

If you have a DISEQC 1.2 motorized system
which is fully compatible with DISEqQC1.2, then you can
take advantage of the DISEqC 1.2 functions available.

® Select Satellite.

® Select any transponder from above satellites and
check out the Frequency, Symbol Rate, FEC and Polarity.

In case problems arise, ask your dealer.

Sometimes this transponder may not exist due to broadcasting.
It is better to select main transponder among them for the
desired satellite.

® Select from Menu Mode:

“User” mode : Enables control of basic positioner function
recommended for beginners. General user uses “User” mode.

“Installer” mode : This is used to search for the position of a satellite manually.

12-12

Samsung Electronics



®ecccccccccccoee (OPERATINGTHE RECEIVER ®eeececccccccccce

1.2.1 User Mode

@ Select Driving Mode:
You have an option to choose the positioner’s movement
type: Continuous, Step (Impulses), Time (Seconds).
@ Position the antenna with north, south, east and west and
use the </ » / A/ V¥ key to drive motor. « key drives to west,
» key drives to east, A key drives to north and ¥ key drives
to south.
e If you finished driving of motor, select “Store current Position.”
and press OK key, to reset new driving motor.

Note :  The level indicated in the “Signal Status” is only for reference.
The signal quality may be adequate even though the level indicated is not maximum.

® Go to Stored Position.

When the stored position is reached then screen displays “Stop”,
you can now continue with the further operations.

® Select the Calculate Sat Positions to recalculate the satellite position and OK key.

1.2.2 Installer Mode

After checking the positioner’s state, installer should use this menu.
He should set the “Disable Limits” before using User mode.

® Select the Drive Motor West/East and use the «/ » keys
to drive motor.
<« key drives to west and » key drives to east.

@ Select “Enable Limit”, in order to enable “Set Limit”.

® Sclect “Disable Limit”, in order to disable “Set Limit”.

® Select “Reset Positioner” and OK key to reset positioner.

Operating Instructions
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1.3 Solarsat Setting

This menu is only for the Solarsat antenna.

When you press this menu, you will get this message,
“This menu is only for the Solarsat antenna.

If you have one-press OK, otherwise-press EXIT.”

You can set the value according to your location.

® To set the Value of Date and Time, use the PG+/PG- keys
to change the value.

o Use the €/ » keys to change position.

® Use the A / ¥ keys to move each filed.

1.4 Auto Scanning

The sub menu “Auto Scanning” will enable download the
channels automatically from the preprogrammed satellites.

To download channels automatically:

You can select All/Off/Only Free option mode with the the

<« /» keys in each satellite, which can be displayed more by
the PG+/PG- or A/ V¥ keys.

Off : No Scan

All : Scan all the channels
Only Free : Scan free channels

® Press OK key.

Auto Scanning menu will be displayed.

All the channels in the list from the selected satellite will be
automatically downloaded.

After scanning you will see “Your digital receiver found...”.
Then, you should press OK key to store all channels into STB.

12-14
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1.5 Manual Scanning

To tune-in new channels and weak signals, the STB has been
provided with the option “Manual Scanning” where the
channel data can be entered by the user.

After selecting the “Manual Scanning” from the Installation
Menu, the following screen will be displayed:

® Select the target satellite for manual search. In order to scan
programs from the satellite which is not listed on this menu,
select ‘Satellite 1, ‘Satellite 2’ or ‘Satellite 3'.
In case of ‘Satellite 17, ‘Satellite 2’ or ‘Satellite 3’, all information
about the satellite which you are interested in should be put.

® Load a transponder.
This option will enable the user to load any transponder from the preprogrammed list
available within the receiver.

Note : Especially on New transponder at Load TR, this new transponder can be added
into transponder list so that you can use it on Auto Scanning later, only if at least
one channel is found with this new transponder. In order to save it, press OK key.

In order to get ‘NEW’ as new transponder at Load TR, enter ‘0’ at Load TR or go to
‘NEW'’ using the €/ » keys.

® Input the frequency of the transponder you want to find.

® Input the symbol rate of the transponder you want to find.

® Select the FEC(Forward Error Correction)of the transponder you want to find.
You can select the value of 1/2, 2/3, 3/4, 5/6, 7/8 or Auto.

® Select the polarization of the transponder you want to find.
(Horizontal/Vertical/Circular Left/Circular Right)
In the case of horizontal, 18V and in the case of vertical, 13V are output through LNB line.

® Select Scan Mode “All” or “Only Free”.

® Set “Yes” on Network Search. You can get more channels from transponder using
the homing transponder. Additionally, you can get ‘Net Name’ on the screen. This service
depends on the information from broadcasting signal.

® Select PID searching “Yes”. only if you are interested in SCPC program. You can manually
search by entering individual PID(Packet Identifier)(Video/Audio/PCR) values.

@ After select option, press OK key to start the scan process.
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1.6 SMATV Scanning

In case that several generations use Antenna and LNB
in common, search the service the from 950 to 2150MHz.

® Select Searching Type “Automatic” or “Manual’.

® Select Scan Mode “All” or “Only Free”.
® You can input alternative symbol rate from 1st to 4th.

Note : 1. When your searching type is set to Automatic
during SMATV scanning, you have only to enter
the alternative symbol rate(1~4) you want.

2. When your searching type is set to Manual
during SMATYV scanning, you must enter both
frequency and symbol rate.

3. DISEqC switch can be supported for SMATV on
‘LNB Settings’. SMATV as the satellite on
‘LNB Settings’ should be selected for supporting
DiSEQC switch.

Signal Status

When you select “Automatic”, STB will search all available
channels based on symbol rates over whole frequencies.

On the other hand, it will scan channels with exact
information for symbol rate, frequency and FEC on “Manual”.

1.7 Reset to Factory Defaults

This is to recover the Factory set values in case the user has
encountered some problems  after changing any values of T
channel data and others which may be in error. © Channet Oraanieing

) Parestat oo

The screen display will be as follows:

T Gommon mtertace

At the request window,
if you press OK key, the receiver will be reset to factory default
settings automatically.

Note : This cause your previous settings to be deleted!
All settings and information including channel data will
be deleted.

LNB Setting
Positionsr Setting
Solarsat Saetting
Auto Scanning
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2. Channel Organising

The “Channel Organising” menu has seven functions:
This menu is for removing some channels from channel list
which are related with designated Satellite or Transponder.

And it provides making favorite list and moving channel position

as you want.
@ Enter the PIN Code.

If you have not entered your own PIN Code 0000 applies,
which was set at the factory.

2.1 Delete Satellite

® Select the desired satellite list you want to delete by
pressing RED( i) key.

® Press OK key for confirmation.

Note : This feature doesn’t delete satellite itself but

deletes the list of channels registered at the
selected Satellite.

2.2 Delete Transponder

® Select the desired transponder list you want to delete by
pressing RED( i) key.

® Press OK key for confirmation.

Note : This feature doesn’t delete transponder itself but

deletes the list of channels registered at the
selected transponder.

2.3 Delete Channel

® Select the desired channel you want to delete by pressing
RED( i) key.
® Press OK key for confirmation.

TV List

1 KengeLeaU ¢

NULLNW £AWDIU &
Fashion(UB28e3] &
PRVIUBZIOY ¢
Rainbow tmiAW! &
PLAYBOYIUBZ806) &

™ List

1 K-ageLeaU ¢

NULLNW £AWOIU &
Fashion(UB28e3] &
PRVIUBZIOY  ®
Rainbow tmiAW! &
PLAYBOYIUBZ06) &

Radio List

1 ¥w_mep-e
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2.4 Delete All Channels

At the request window, press OK key to delete
all channels and press EXIT to exit.

2.5 Delete Scrambled Channels

At the request window, press OK key to delete
scrambled channels and press EXIT to exit.

2.6 Favorite Channels

You can immediately register the present channel to
the desired Favorite Group.

FAV1

T List

In addition, you can register a channel to multiple favorite FRViomq @ [0 oTIuGOR  §

Rainbaw iAW

groups. e
® Select the desired Favorite Group(FAV1~FAV9)
using the FAV key.
® Select the desired channel list using the A / ¥ or PG+/PG-
keys or numeric keys at the TV or RADIO list window.

® Press the RED( i) key and then register the selected
channel at the Favorite Group.
® Then press the OK key for confirmation.
You can change TV list or Radio list by the TV/RADIO key and
change favorite list by the FAV key.
® \When you press the TV/RADIO key, TV list and Radio list are toggled.
® Press the FAV key to select another favorite list.

RAI Internation

To delete channels from Favorite Group:
® Select a channel list to delete with A / ¥ or PG+/PG- keys or numeric keys.
® Press the RED( i) key to delete the selected channel from the favorite channels.

Note : One favorite list can contain max. 200 channels.

NULLWPKAWDIU §
W
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2.7 Move & Edit Channel

® Select the TV/RADIO list with </ » or TV/RADIO key.
@ Select a channel in the TV or Radio list with A / ¥ or

PG+/PG- keys or numeric keys. 4= o ! omt
@ Select channel by pressing the RED( i ) key. o e
® Press the A/ ¥ or PG+/PG- keys to change the position of | i neE

the channel you want, and press the OK key for confirmation. L I s
@ If you want to return the channel to the initial position,
do not press the OK key but press the BLUE(AUDIO) key.

To edit Channel Name

® Select the TV/RADIO list with </ » or TV/RADIO key.

® Select a channel to rename with A / ¥ or PG+/PG- keys or
numeric keys.

® Press GREEN(TEXT) key. Font Table will be displayed.

® Select desired font table using the Num.1~6 keys.

® Select desired character with «/» / A/ ¥ and then press
the OK key to paste character to the string.

Note : RED key : Backspace.
EXIT key : To exit font table without changing channel name.
PG+/PG- key : To move the highlight “Move & Edit Channel”
is applied on the all channel list.

® Press the MENU key and then press the OK key
to save the set data.

Samsung Electronics
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3. Parental Lock

This “Parental Lock” feature sets viewing restrictions and
prevents unauthorized access to your STB through the PIN
(Personal Identification Number), which is a 4 digit number.
(The factory preset PIN Code : 0000)

On selecting this menu, you will have two options:
to set lock for any desired channel and to change your
PIN value.

® Enter PIN Code.

If you have not entered your own PIN Code then the
PIN Code 0000 applies, which was set at the factory.

3.1 Set Channel Lock

® Select the channel by pressing A / ¥, PG+/PG-, </ » or
numeric keys.

® \When you press the TV/RADIO key, TV list and Radio list
are toggled.

® Select the channel lock by pressing RED( i) key.

® Press RED( i) key again in order to cancel the lock.

® Press OK key for confirmation.

This will lock the channel. Whenever you need to view

the channel, you will have to enter the PIN at the request
window.

After entering PIN Code to able to access a parental locked
channel, it will work on all parental locked channels.

It means that you can access all parental locked

channels with entering PIN Code on any parental locked
channel successfully.

Note : To lock the channels again, return to power on mode
after plugging off or entering the standby mode.
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3.2 Change PIN Code
To change the PIN Code, select the second option “Change PIN Code”.

This will take you to the following menu:

In this option, you need to enter the current PIN Code at
the first cursor, and at the second cursor enter the desired ] ottty
PIN Code.

To confirm, you need to enter the new PIN Code again.

Please remember the PIN Code should be a 4 digit numerical
value.

THE FACTORY PRESET PIN Code : 000 0.

Note : If you forget the PIN Code, refer to ‘System information’ part.
Once you change password, please do not forget and keep well.

4. System Setup

This option enables you to change the factory preset
system settings as per your requirements.

4.1 Language Selection

The “Language Selection” option allows the user to select
the desired language of the OSD, Soundtrack, Teletext,

Subtitle or EPG. However, these languages for Soundtrack,
Teletext, Subtitle and EPG depend on broadcasting.

For example, even the language for Subtitle can be selected,

it may not be supported because of no Subtitle on the program.

® To accommodate user from different regions speaking
different languages, OSD languages are available
20 languages.

® To select the desired language menu, press €/ » keys to
change language and press OK.

® The OSD Language, Soundtrack, Teletext, Subtitle,
or EPG will vary according to the selected language.
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4.2 OSD Setting

You can set the OSD transparency, the display time,
Color Scheme and OSD Position.

® Select OSD Transparency level.
The OSD Transparency level from 0 to 100%.
Setting is made with the numeric keys, €/ » keys or
PG+/PG- keys.

«/» keys : Setting in increment of 1%.
PG+/PG- keys : Setting in increment of 10%.

Note : This transparency is NOT applied to color scheme with
“User Defined” option.

® Set the display duration of the information(banner) box
displayed in the screen.
The time ranges from 0.5 to 60.0 seconds.
Setting is made with the numeric keys, €/ » keys or PG+/PG- keys.

«/» keys : Adjusting in increment of 0.5sec.
PG+/PG- keys : Adjusting in increment of 1 sec.

® Set the Color Scheme :

You can change color according to your preference.
(i.e background, text, symbol, line, etc)

</ » keys : select the color scheme mode.
Color scheme 1: changes the menu to sky blue color.
Color scheme 2: changes the menu to green color.
Color scheme 3: changes the menu to dark brown color.
User defined:  Sets the color according to user preference.
EPG colors: Sets the color in the EPG menu.

Note : Color scheme 1, 2 and 3 may be changed in the future
by upgrading software.
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To set User defined mode or EPG color mode

® Press the GREEN(TEXT) key.
The item which you want to change will appear.
® Move the item which you want to change using the A / ¥ keys.
® Set the color you want using the </ » keys.
® Press the OK key to set.

To see the help message, press the YELLOW(ALT) key.

OSD Position

® Place the cursor on the position you want, and press the
A / V¥ keys or «/» keys until the screen moves to the position you want.
The screen will move to the position you want.

4.3 Media Settings

You can set the various media settings you want.
Place the cursor on this sub menu and press OK.

® Press the A / ¥ keys to move the sub items and press the
</ W» keys to select the option.
® Press the OK key to confirm.
Press the MENU/EXIT keys to exit the menu.
® Select the TV system :
PAL, SECAM, NTSC, PAL - (auto) NTSC, SECAM >
(auto) NTSC, NTSC - (auto) PAL, NTSC - (auto) SECAM
® Select the TV type according to your TV :
STANDARD 4: 3 ratio or WIDE SCREEN 16 : 9 ratio type.
@ Select the aspect ratio conversion :
Letter Box, Pan & Scan, Mixed or Full.
Select the Video Signal Type :
Composite, Composite + RGB, Composite + YUV or S-Video
Dolby digital auto selection : On, Off
Subtitle automatic selection : On, Off, Hard of hear
Select the RF Channel : Ch 21~Ch 69
Select Broadcasting System : B/G, | or D/K

Operating Instructions
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4.4 Time & Timer Setting

1) Time

® Place the cursor on this sub menu and press OK.

® Press €/ » keys to change local time in Time Zone.
The local time will be changed according to your location.

GMT is referred to the standard time of Greenwich by
broadcasting signal. This cannot be changed.

2) Timer
15 timers are supported including timer(s) from EPG.

® Select the timer number on ‘Timer’ using </ » keys from 1 to 15.
® Press the €/ » keys to choose event repetition you want to
reserve : Daily, Every Sunday, Every Monday, Every Tuesday,
Every Wednesday, Every Thursday, Every Friday, Every Saturday, Once.
If the timer is set from EPG screen, EPG is displayed on ‘Event Repetition’.
® Press the Numerical (0~9) keys to set the time you want and press the
<« /W» keys to choose a switch time you want to reserve. If set time on ‘Switch-on
Time’ is same as one on ‘Switch-off Time’, this timer works for 24 hours.
® Select TV program to set the event program by pressing </ » keys.
When you press the TV/RADIO key, TV program and Radio program are toggled.
® Even you can set timers on Daily and Every Monday or Every Sunday, etc.
The priority has the repetition event which is less. For example, when you set timers
on Once and daily, ‘Once’ will work in stead of ‘Daily’ at that day. If the timer is
running, ‘Running’ message with a timer number is displayed on ‘Timer’.

4.5 System Information

If you have to contact your service provider or a service center
they might ask for information available from this menu.

Place the cursor on this sub menu and press the OK key.

The following will be the on-screen display.
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4.6 Software Upgrade

You can download and upgrade the software of this STB
through ASTRA and Hotbird or Sirius satellite when the new
software is released.

Note : These satellites for upgrading software on Samsung
Brand can be changed in the future.

During downloading don’t turn off the STB.

If there is a new version of software to download, you are
asked if you will update or not.

If you press OK key, the update starts right away.

In case update is impossible, you get this message “You can’t update software!”

Or in case you don’t need to update, “You don’t need to update software!” will be displayed.
If you get information that a Transponder is changed to different one for Samsung software,

you should select ‘User Advanced Mode’ at Menu mode by using the </ » key.

Then you should set exact parameters for the new transponder for Samsung.

4.7 Receive Channel Data

If you want to receive the channel data from installed receiver,
please follow the instruction below.

Please make your own channel data, such as favorite & lock
channel with master box (installed box). Then take the master box
when you install the slave box (installing box).

1. Plug on both master & slave receivers.

2. Both receivers must be on power on mode.

3. Connect two receivers with the RS232 serial cable.
(Both end should have male connector with crossed signals)

4. Select the ‘Receive Channel Data’ and press OK key with slave receiver.
Then press OK key once more to confirm receiving channel data.

5. Select the ‘Send Channel Data’ and press OK key with master receiver.
Then press OK key once more to confirm sending channel data.

6. After receiving channel data, disconnect the RS232 serial cable.

7. Plug off and plug on to reboot the slave receiver.

Note : Use this function after removing SMART CARD or CAM modules (for model DSB-B350W).
The sequence of 4th and 5th instruction can be changed each other.

4.8 Send Channel Data

Please refer to '4.7 Receive Channel Data' above.
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5. Common Interface (psB-B350w)

This STB is equipped with two PCMCIA slots, which enable
the use of two CI-CAMS.

When a Common Interface CAM is inserted inside the PCMCIA
slot, the system detects the type of the CAM automatically and
display in the main menu.

On choosing this menu, you will be able to access the different
options available with the type of the CAM like authorizations,
pre-booking, package details etc.,

Note : The menu differs according to each inserted CAM.
If the module has not been installed yet, the phase
“Not Installed” will be accordingly indicated.

During inserting any CAM, you may have distorted video or audio.
It doesn’t mean STB is wrong.

6. Embedded Viaccess

1. Change Smart Card PIN code:
Change the PIN code of the Smartcard,
if necessary.

2. Change Parental Rating:
Change the setting for the family filter,
if necessary.

Note : This service is not offered by all channels.

3. Change Lock indicator:
You can change the lock status of the
Viaccess Smartcard.

4. Issuer Information:
Here you can call up all information stored on
the Smartcard by the publisher.

5. Authorization:
This option would indicate the authorization status
of the Smartcard.
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